M4-Series Carbine . ..

WHEN YOU CLEAN AND

MAINTAIN YOUR M4 CARBINE, : -
HERE'RE A FEW THINGS TO o :
LOOK FOR. PROBLEMS? TELL

YOUR ARMORER.

lfaper receiver—Barrel loose?
se hand pressure only to
check.) Carrying handle loose?
s ! Damaged?_ﬂound nuts missing?
I Sights—Damaged, missing or stuck? | : Chamber pitted?

; w e Handguards—Cracks on
Charging handle—Won't retaining flange? Heatshields
lock In forward position? (£ rattle? Front tabs missing?

| Flash suppressor—Loose, busted? I

/ Sights—Bent
or stuck?

Forward assist—No spring
| tension, won’t move easily?

l Bore—Dirty? Obstructed? |

<‘§ Bayonet stud—Broken? I

Ejection port cover—Loose,
missing, won't close?

Selector lever—Sticks?
Won't hold position?

Trigger—Hammer does not engage
sear, lock-release levers or trigger? |

Buttstock—Loose, separated from
lower receiver? Swivel busted? Butt
plate or plate screw missing? Deep

cuts or cracks longer than one inch?

Bolt catch—Doesn’t hold I/r v

bolt and carrier open?

Magazine—Doesn't slip easily into
well or lock in place? Follower
stuck or spring weak? Catch won’t
hold or release magazine?
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